
T&A Supply Company
TarkeTT iD LaTiTuDe Luxury VinyL TiLe + PLank STocking Program

iD Latitude brings the full trifecta: great design, lasting performance, and practical affordability. Tarkett’s latest designs  
offer forward-looking Abstract, Stone and Wood patterns that support your vision for every space.

•	 Protected	with	Techtonic® polyurethane for top-of-class protection against scratches, scuffs, stains and abrasions
•	 Made	in	USA
•	 CERTIFIED	asthma & allergy friendly® by Allergy Standards Ltd.

ABSTRACTS	All are 18” x 18” formats

STONES	All are 18” x 18” formats, except Gemstone - 12” x 24”

PLCZ 7563
ViLLa WhiTe

PLCZ 7565
LanDmark

PLCZ 7560
oVercaST

PLCZ 7562
WinDfreSh

PLCZ 7561
VaPor

PLST 7235
criSTaLLo

PLST 7242
hearThSTone

PLST 7550
gemSTone

PLCN 3519
charcoaL
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WOODS All are 6” x 48” formats

PLWD 3523
LaureL oak

PLWD 7539
goLDen oak

PLWD 7532
LaceWooD

PLWD 7526
PearL maPLe

PLWD 3606
chamoiS oak

PLWD 7533
norDic

PLWD 3305
american cherry

PLWD 7536
BuTTernuT

PLWD 3308
aSh

PLWD 7537
engLiSh WaLnuT

PLWD 3605
TaoS oak

PLWD 3307
euroPean cherry

PLWD 7538
auTumn WaLnuT

PLWD 7534
mounTain maPLe

PLWD 7531
chanDLer oak

Specs:

Overall thickness: 0.120” (3.0 mm)
Wearlayer Thickness: .020" (0.5 mm)
Finish:	Techtonic	Polyurethane
Edge treatment: Square	Edge

Adhesives:

Tarkett RollSmart Adhesive 
Coverage:	350	–	400	sf	per	gallon	(3/8”	Nap	Paint	Roller	used	with	a	
paint tray).

Tarkett 959HM High Moisture Substrate Adhesive 
Porous	Substrate:	125-150	sf	per	gallon.		Non-porous:	250-300	sf	per	
gallon.

Tarkett 975 Two-Part Urethane Adhesive 
Porous	&	Non-Porous	Substrate:	225-250	sf	per	gallon.

for more information about T&a Supply’s 
iD Latitude LV Stocking Program,
go to tasupply.com or scan here


